






Coal Buckets

 Log Baskets

Spark Guards

Fire Guard

Gateway

1769 - Black 
(760 H x 690 W
Wings 260 W)

Malvern 

1787 - Black 
(610 H x 540 W)

1788 - Black 
(710 H x 610 W)

Windsor 

2001 - Black 
(620 H x 530 W)

Cotswold 
1786 - Black 

(710 H x 620 W)

Nursery (extending) 

1992 - Black 
(950 W to 1740 W x 660 H)

Dorset 

1318 Black 
(540 H)

Henley 

1397 Black/Pewter 
(410 H)

Henley 

1377 Black/Gold 
(410 H)

Savona

Glass (355 W)

Tanner

0303 (355 W)
Cradle 

0302 (610 W)

Log Hoop

0319 (610 DIA)

Rushden

1336 (530 W)

Bampton

1338 (530 W)

Edgecott

1337 (560 W)
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Fire Tools



Companion Sets

GAS FIRES
Gas fires are similar to gas boilers in 

that they must be fitted by appropriately 

qualified and registered installers (GAS 

SAFE – formerly known as CORGI) and 

must be serviced regularly by a suitably 

qualified and registered person.

CAST IRON AND STEEL
Stoves & Firebaskets are made from cast 

iron and steel components and as such are 

prone to rusting if they come into contact 

with moisture. It has been known that a 

cast iron product has changed from highly 

polished to bright orange over night, when 

it was fitted into a house that had been 

newly plastered. Our products are delivered 

to your retailer with a thick protective 

coating which is to be removed once it has 

been installed (and when the plaster has 

dried out). From then on the products are 

vulnerable to rust and so we recommend 

a weekly routine of wiping down the 

unpainted parts of your stove or firebasket 

with WD40 or similar. 

When burning fossil fuels, it is your 

responsibility to ensure that you use 

smokeless fuels if you live in a smoke 

free zone. We suggest that you use fuels 

recommended by the Solid Fuel Association 

(www.solidfuel.co.uk). No responsibility 

can be accepted if high temperature fuels 

have been used, or if your chimney has 

excessive draft. Your retailer will be able 

to advise.

We recommend that you clean ash away 

regularly as this can cause premature 

failure of the grate. The grate is a 

consumable element of your fireplace and 

can be replaced by contacting your retailer.

We recommend that chimneys should be 

swept every six months as a minimum.

The colours shown in the brochure are as 

accurate as possible, however, please visit 

your retailer if colour is critical in order to 

see samples of the materials you like.

Designs and products are occasionally 

altered or discontinued without prior notice 

(a reserved right), so if you are about to set 

your interior design around a fireplace shown 

in this brochure, then do please check with 

your retailer to ensure that there are no 

material changes.

It is essential that you have your stove or 

firebasket installed in accordance with 

Building Regulations and other standard 

requirements by a competent person 

experienced in fitting all elements of your 

fireplace – your retailer will be able to 

help you select an appropriately qualified 

installer.

Please ensure that you fully inspect 

your new stove or firebasket before it is 

installed as no responsibility for refitting 

or redecoration can be accepted if 

defective products are installed. 

Due to manufacturing processes, all 

measurements are approximate and may 

vary slightly. Please allow for a tolerance 

of plus or minus 12mm.
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Ceramics

Aftercare & maintenance

Teeset 

1147 Black (540 H)
Log Station 

0317 Black (730 H)

Sienna

Glass (665 H)
Lecco

Glass (695 H)
Asti

Glass (670 H)
Village 

1102 Black (680 H)
Trio

1146 - Black (450 H)

Trio

1148 - Pewter (450 H)
Catalan

1181 - Black (740 H)
Tool Set

2025 - Black (460 W)

All of our Firebaskets may be used with the ceramic fuel shown 

below, please specify your preference.

HIGH DEFINITION 

LOG SET

PEBBLES COAL FIREWOOD DRIFTWOOD CHARCOAL LOGS
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